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Applications
General Industrial
�t���$�I�F�N�J�D�B�M���X�B�T�I�E�P�X�O
�t���&�W�B�Q�P�S�B�U�J�W�F���$�P�P�M�J�O�H 
	 Systems

Agricultural
�t���.�J�T�U�J�O�H
�t���4�Q�P�U���4�Q�S�B�Z�F�S�T
�t���#�P�P�N���4�Q�S�B�Z�F�S�T 
	 (to reach tree tops)

Speci�cations

Head-Flow Chart | Represents 115V AC Models

TRIPLEX® SERIES  |  HIGH PRESSURE PUMPS

Dimensions in inches [mm]

Std. Models CE Models Open Flow Switch Pressure Check Valve Diaphragm Voltage Duty Cycle Port Size
���������������� �3�������������� ���������(�1�.���	���������-�1�.�
 150 PSI (10.3 bar) Viton® Santoprene® 12 VDC Intermittent �����������/�1�5�'

���������������� �3�������������� ���������(�1�.���	���������-�1�.�
 150 PSI (10.3 bar) EPDM Santoprene® 12 VDC Intermittent �����������/�1�5�'

���������������� - ���������(�1�.���	���������-�1�.�
 150 PSI (10.3 bar) Viton® Santoprene® 115VAC Intermittent �����������/�1�5�'

���������������� - ���������(�1�.���	���������-�1�.�
 150 PSI (10.3 bar) EPDM Santoprene® 115VAC Intermittent �����������/�1�5�'

���������������� �3�������������� ���������(�1�.���	���������-�1�.�
 150 PSI (10.3 bar) Viton® Santoprene® 230VAC Intermittent �����������/�1�5�'

���������������� �3���������������� ���������(�1�.���	���������-�1�.�
 150 PSI (10.3 bar) EPDM Santoprene® 230VAC Intermittent �����������/�1�5�'
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Motor Design �1�F�S�N�����.�B�H�O�F�U���5�&�/�7���	�O�P�O���W�F�O�U�J�M�B�U�F�E�


Voltage 12 VDC, 24VDC, 115VAC, 230VAC

Amp Draw 1.2 Amps Max  for 115VAC

Pump Head Material �(�M�B�T�T���'�J�M�M�F�E���/�Z�M�P�O

Elastomers Diaphragm Santoprene®

Check Valve EPDM or Viton®

Maximum Flow Rate �������(�1�.���	�������-�1�.�


Maximum Pressure 150 PSI (10.3 Bar)

Duty Cycle Intermittent

Weight 7.6 lbs. (3.5 Kg)

Certi�cations �$�&�
���/�4�'���D�P�N�Q�P�O�F�O�U�T

Port Size Inlet/outlet �����������/�1�5�'

Floor Care
�t���$�B�S�Q�F�U���&�Y�U�S�B�D�U�P�S�T
�t���$�B�S�Q�F�U���$�M�F�B�O�J�O�H

Automotive
�t���#�P�P�T�U���$�P�P�M�J�O�H

3.60
(91)

1.9
(48)

3.67
(93)

3.93
(100)

3/8" NPTF

1.62
(41)

3.08
(78)

2.25
(57)

3.18
(81)

9.44
(240)

Santoprene® and Viton® are registered trademarks of DuPont Performance Elastomers.
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